Product: 65 peat : 35 wood fiber (S3-08)

Source:
Date received: 7/15/2025
Moisture content upon receipt: 25.3%
Plant species: Sphagnum spp. and Pinus taeda
Processing equipment: peat with disc refined wood fibers
Nominal equipment size:
Raw material particle size at processing:
Raw material moisture content at processing:
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Particle size distribution
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Particle size distribution:

Particle size distribution skews
toward medium and fine
particles. There is greater
variation within a sieve size for
this material compared to
others. That may be due to the
nature of the long wood fibers
and how they pass through
sieves.

When analyzed by particle size
class, it has a higher percentage
of fine particles and relatively
low percentage of coarse
particles.
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Physical properties Bulk density
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67% Peat Peat Pine
WF bark

Physical properties:

Total porosity is 81%. Of that,
this substrate has moderate air
space and high water holding
capacity. Bulk density is low
compared to most peat-based
substrates.




Water extractable nutrients (mg-L7)

Water extractable nutrients:

0 50 100 150 200 Total N and nitrates are high, as
Total N 2075 might be expected for a
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A i . fast-starting crops.
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Sulfate 18818 Na and Cl are sufficiently low.
Sodium mm 767
Chloride mm 7.58
Nitrogen draw-down Good Nitrogen draw down index:
70 63.4 Nitrogen draw-down index (NDI)
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Substrate pH

Substrate pH response to lime rate

pH =5.64+0 .9*(1-exp{-0.12"lime))
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Lime rate titration:

Lime calibration curve shows a
typical response for a premixed
substrate. This will have an
initial substrate of 5.64 when not
amended with additional lime,
and can be raised to a pH near
6.5 with 18 lb/yd?.

Further amendment with lime is
not likely to occur with a pre-
mixed professional product.




