Product: Wood fiber by extrusion (S3-01)

Source: Extruded pine wood from Georgia, USA.
Date received: 5/6/2025
Moisture content upon receipt: 9%
Plant species: Pinus taeda, Georgia
Processing equipment: Twin screw extrusion
Nominal equipment size:
Raw material particle size at processing:
Raw material moisture content at processing: 48-52%
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Particle size distribution:

Particle size distribution skews
towards coarse particles. This
may be due to clumping of wood
fibers preventing them from
passing through screens.

When analyzed by particle size
class, it tends to be finer than
most pine bark substrates and
relatively close to peat
(reference values below).
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Physical properties Bulk density Physical properties:
0.20 Total porosity is relatively high at
) 93%. Of that, this substrate has
Solids 0.15 o
79% ' ) very high air space and low water
‘ S|::::e g 0.10 holding capacity. Measured bulk
40% ” density is also low, but that is
0.05 . .
WHC highly dependent on packing
53% 0.00 with fiber-based substrates.
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Water extractable nutrients (mg-L7)
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Water extractable nutrients:

Water extractable N and P are
low, typical of most wood-based
substrates. Extractable Kis
higher, but low compared to

Phosphate ® 0.63 many softwood bark substrates.
Potassium I 10.67
Calcium 3337 Ca and Mg are typical of wood-
Magnesium e 5.04 based substrates, and in a
Sulfate o 6.93 suitable Ca:Mg ratio.
Sodium - .59 L.
Chloride 108 Na and Cl are sufficiently low.
Nitrogen draw-down Good Nitrogen draw down index :
400 Nitrogen draw-down index (NDI)
S 334.08 NDI = W9 _ g s is about 0.05, indicating a high
£ 300 (Vo5 "], rate of N immobilization, typical
§ of wood-based substrates. Extra
g 200 N will be necessary for proper
% Bad L crop growth.
; 100 51.84 This value is based on 25.9 g dry
@
2 o - 2.85 mass and 0.075 g-cm- bulk
Day 0 Day 1 Day 4 density.

Substrate pH

Substrate pH response to lime rate
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Lime rate titration:

Lime calibration curves suggest
a relatively high pH of the
substrate alone (pH 5.82). Lime
amendment can raise pH easily
to pH 7, and as high as 7.5.

This curve does not inform pH
buffering, only how the substrate
responds to initial lime
application.




